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Innovation

The method of producing “etch” enamel glass was developed and patented in 
1805 by John Davenport. In 1988, Barron Glass set out to revive this process 
of decorating sheet glass.  This involved developing a technique of kiln �ring the 
glass which enabled large sheets of glass to be decorated. Importantly, this unique 
process maintained the �atness of the glass whilst applying extraordinary high 
levels of colour consistency. 

Propriety Technology 

With this patented process, Barron Glass was able to produce an unrivalled 
selection of decorated period glass and became the principal supplier in the UK. 

The company’s expertise manifests itself in products that truly enhance the 
bene�ts of incorporating glass into contemporary and traditional interior  
design projects. 

Barron Glass is committed to the continual search for new and  
innovative glass products.

bright . artful . skillful . imaginative













Corners

The Starburst corner design is brilliant cut onto 3mm thick handmade glass, which may also be supplied laminated for safety 
reasons. This design is available in cobalt blue, ruby and �ashed amber glass.

The Shamrock and Garland corner designs are made using multiple layers of transparent glass enamel and supplied in 4mm 
thickness. They are available in blue, green, ruby and amber.

The Victorian corner is a single square taken from our Victorian pattern (any one of the four designs may be chosen).  
This is available in 4mm or laminated glass.

Bird Roundels

The bird roundels are produced using glass enamels and silver stain, kiln �red onto Sahara glass.  
These are designed to be incorporated into traditional leaded lights. The size of the roundel is 152mm (6 inches),  
thickness of the glass is 3mm. These are sold either individually, in pairs or sets of four.

Bird 1 Bird 2

Bird 3 Bird 4
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Starburst Victorian Shamrock Garland
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Bespoke Design

Barron Glass are able to supply a myriad of decorative glass colours and effects across a broad range of 
materials and styles within our design and production facility.

In the past we have undertaken commissions for glass ballustrades, of�ce partition screens, religious 
buildings and private window designs. 

We can also adapt our existing designs to incorporate house names and numbers, decorative  
borders and so forth.

Take the time to browse our website for inspiration, alternatively, call us to discuss speci�c requests.

Glass Balustrade

Of�ce Partition Screen 





Doors can be trimmed to accommodate non standard sizes. All doors are 35mm thick. 
 
If a door is to be painted we can add timber to the sides, top and bottom of a door to increase its size. 

Doors can be supplied un�nished in ‘clear pine’, antique stained, waxed or primed.

4 Panel Door

685 x 1981mm 
762 x 1981mm
838 x 1981mm
726 x 2040mm
826 x 2040mm

2 Pane Door

685 x 1981mm
762 x 1981mm
838 x 1981mm
726 x 2040mm
826 x 2040mm

9 Pane Door

NOT AVAILABLE
762 x 1981mm
838 x 1981mm
726 x 2040mm
826 x 2040mm

Victorian Doors
The Victorian doors are constructed from solid pine with knot-free surfaces. The timber is 100% 
sourced from purpose grown plantations, managed in a sustainable manner. 

The three door styles are designed and manufactured to speci�cations taken from original Victorian 
doors. Unlike many mass-produced doors, these internal Victorian doors are exact reproductions 
featuring authentic detailing and proportions. They will enhance your period property, helping to  
restore your home to its former glory. 

As well as looking stunning, glazed Victorian internal doors allow natural light to enter  
otherwise gloomy areas.

There are 3 doors styles

12



Glazing

The doors come with a number of pane, border and corner options enabling you to tailor 
your glazing requirements. A selection of standard glass packs, chosen from the range of 
glass, is available with these doors.

2 pane glazing options

Amber GothicRegent A Blue Gothic

StarFleur Double Fleur
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FAQ
Glazing
Etched and enamelled surfaces should face the inside of the building when glazed to protect the decorated surface 
from the elements. Glass subject to high levels of condensation e.g. in a bathroom, should have the decorative surface 
incorporated into the centre of the glass laminate to further protect the decorated surface. Please specify “internal 
laminate” when ordering, if this is required.

Once the glass is �tted, we recommend that any putty or glazing contamination is removed immediately and not permitted 
to dry on the glass, as this may leave a residue.

Safety glass should be �tted in all doors and glazed areas that are lower than 800mm from �oor level. Glass panes less than 
250mm wide may be �tted with 5mm or 7mm laminated glass.

We do not recommend our annealed glass be toughened which is why we offer all designs in a laminated safety glass 
option of either 5mm or 7mm.

Measuring for Glass
When measuring a tight size you must deduct 3mm, so as to ensure that the glass, once cut, will �t correctly. Remember to 
indicate width and height when ordering one of our non-symmetrical glass patterns so that the pattern is correctly cut.  
We always endeavour to centre the pattern in the glass pane and cut the glass so that the design �ows through the space. 

It is therefore useful to provide a layout where panes are positioned close to one another. If your glass is an unusual shape 
e.g. curved, again it is helpful to provide a template.

Measuring for Doors
Measure the actual size of the frame opening. Deduct 4mm from the width and 7mm from the height to arrive at the size 
of the door to be ordered.

Maintenance
To ensure that your glass continues to look its best for years to come, clean any �nger-marks or grease regularly from the 
etch surface using standard glass cleaner.

Delivery
Most of our items are held in stock so that delivery can be achieved as soon as possible.  
We aim to deliver glass within 10 days and doors within 3 weeks.

Delivery costs vary according to the amount of glass or doors ordered and the delivery address.  
Please call us for an exact quotation.

Samples
The colour reproduction Iin this brochure is not accurate, and therefore we recommend that you ask for sample before 
you purchase to ensure that you are happy with �nal product.
Glass samples are available on request. Please call us on 01242 228000 to arrange. 
While we can supply you with glass directly, we also have over 300 stockists throughout the UK and Ireland. We will be 
happy to direct you to the one that is most convenient for you.
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The Grain Dryer , Gotherington Fields, Cheltenham 
GL52 9SB  Tel: 01242 228000

f: 01242226555    e: admin@barronglass.co.uk   


